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Input Voltage

Input Frequency 50/60Hz

Wattage 25W, 35W, 60W

Delivered Lumens See Perfomance Table

See Perfomance Table

CRI >80

Available CCT 3500K, 4000K, 4500K, 5000K, 5700K

LED Chips SMD 2835

Beam Angle 130°

Power Factor ≥0.9

LED Brand Lumileds 

120-277V

Operating Temp.

THD

-20°~50°F

≤20%

Performance Information

Description

LED Linear Strip Light

Performance Table
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SOSEN

Input Voltage

LED Linear Strip Light are Lumileds Chip, high CRI，input voltage AC120-277V, Easy to install and operate,Light is soft and uniform, 

safe to eyes,Energy saving, long service life,Green and eco-friendly without mercury.

Option Installation

Connect  Mount Junction Box CoverChain Mount Connect  Mount
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DIMENSIONS
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LED Linear Strip Light

SOSEN

INSTALLATION

 Surface Mounting

According to the different lengths of the product, 
drill holes at the corresponding posi�ons and drive 
the rubber plugs from the accessory kit into the 
holes. 

Clamp the disc from the accessory kit to the lamp 
(this step can be omi�ed if the light fixture can 
completely cover the junc�on box on the wall).

Press the screws on both sides of the lamp by hand 
to open the lamp.

Lead the wire into the lamp and install the lamp 
chassis by using the screws in the accessory 
kit;Connect the wires according to safety 
requirements, and then install the lamp body back 
to the chassis.

 Hanging Installation

Hang one end of the installa�on rope in the 
accessory kit on the wall or hook (Choose 
accessories according to your needs).

Fasten the other end of the installa�on rope to 
the lamp.

Press the screws on both sides of the lamp by hand 
to open the lamp.

Connect the wires according to safety requirements, 
and then install the lamp body back to the chassis.
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LED Linear Strip Light

SOSEN

APPLICATIONS

 Product lengthening  PIR Sensor

Use the screws in the accessory kit to lock 
the bracket onto one lamp. 

Align the other lamp to the bracket and 
lock the screws.

Press the screws on both sides of the lamp 
by hand to open the lamp.Assemble the 
PIR sensor onto the lamp.

Connect the wires according to the wiring 
instruc�ons, and then assemble the 
disassembled lamp back.

 Backup driver  CCT Tunable

Press the screws on both sides of the lamp 
by hand to open the lamp. Assemble the 
backup driver to the lamp chassis.

Connect the wires according to the wiring 
instruc�ons, and assemble the disassembled 
lamp back.

Press the screws on both sides of the lamp by hand to open the lamp.Remove the safety rope from 
the lamp shade and disconnect the wires from the terminals;Buckle the lamp shade to be replaced 
on the safety rope, connect the wires, and then assemble the lamp shade back on the housing.


